
 

 Wastewater Treatment Products 

 

IFM Accelerators 
 
Cost Effective Means to Amend Inorganic Nutrient Deficiencies 
or to Provide Carbon for Wastewater Treatment Systems 

 

  

 
PRODUCT 

 
LIQUID CHARACTERISITICS 

 
DRY CHARACTERISTICS 

Microbial Carbon Source 
 
A  high   strength,  readily  degradable 
Carbon source for bacterial growth 
available in liquid and dry formulations. 
Each   product  contains  macro–  and 
Micronutrients,   including   ammonium 
-nitrogen,  ortho-phosphate  and  trace 
Minerals. 
 

NOT FOR EXPORT 

 
 
COD         approximately 370,000 ppm 
pH                                      4.5-5.4 S.U. 
Specific Gravity        approximately 1.2 
Appearance                         clear liquid 
Shelf Life                                    1 year 
 
Keep sealed during storage. 
Do not freeze. 
Packaged in 55-gallon drums, 
250-galllon totes or tanker. 

 
 
COD      approximately 800,000 mg/kg 
Appearance                   brown powder 
Shelf life                                 indefinite 
 
 
 
 
Keep container sealed in a dry area. 
Packaged in 25-pound pails 
(Half-pound SoluPaks). 

Microbial MacroNutrient 
 

A source of nitrogen and phosphorus 
in a 5:1 ratio that is available in liquid 
and  dry  formulations.   Nitrogen is 
present  as ammonium  (NH4+)  and 
phosphorus is present as ortho-
phosphate  (0-PO4

3-). 
 
The dry formula contains 0.25 lbs N 
and 0.05 lbs P per pound of product; 
the liquid formula contains 0.65 lbs N 
and  0.13 lbs  P per  gallon of  product. 
For any given dose, the phosphorus 
residual will be 20% of the nitrogen 
residual. 

 
 
 
 
 
pH                                      6.8-7.2 S.U. 
Specific Gravity        approximately 1.9 
Freezing Point                   -15°C (5°F) 
Appearance                        clear liquid 
Shelf Life                               indefinite 
 
 
Keep above –15°C (5°F). 
Packaged in 55-gallon drums, 
250-gallon totes or tanker. 

 
 
 
 
 
pH                                      6.7-7.7 S.U. 
Appearance          white crystalline salt 
Shelf Life                                indefinite 
 
 
 
 
Keep dry. 
Packaged in 25-pound pails, 
(Half-pound SoluPaks). 



 

 

 
PRODUCT 

 
LIQUID CHARACTERISTICS 

 

DRY CHARACTERISTICS 

Microbial P Source 
 
A source of phosphorus in liquid and 
dry  formulations.   Phosphorus  is  
present  as  ortho-phosphate (-P04

3-) 
 
 
The dry formula contains 0.26 lbs P 
per  pound  of  product;   the  liquid 
formula    contains   1.3 lbs  P  per  
gallon  of product. 

 

 
 
pH                                      3.8-4.2 S.U. 
Specific Gravity        approximately 1.2 
Freezing Point                    -15°C (5°F) 
Appearance                         clear liquid 
Shelf life                                 indefinite 
 
Keep above –15°C (5°F). 
Packaged in55-gallon drums, 
250-gallon totes or tanker. 

 
 
pH                                      4.1-4.8 S.U. 
Appearance          white crystalline salt 
Shelf life                                 indefinite 
 
 
 
Keep dry. 
Packaged in 25-pound pails, 
(Half-pound SoluPaks). 

Microbial Vitamin Source 
 
A concentrated  source of  micronutrients in a dry formulation. In contrast to 
nitrogen  and  phosphorus,  micronutrients are  required in relatively minor 
qualities  but are equally as  critical to  healthy bacterial growth and organic 
degradation. 
 
Recommended for certain industrial wastes, Microbial Vitamin Source is a 
complex natural mixture that contains a broad variety of minerals, amino acids 
and vitamins that act as growth factors and building blocks for cell synthesis. 
Nutritional requirements for micronutrients are typically measured in microgram 
per   liter  quantities  and  vary   widely  among  microorganisms.  A  dose  of 
1.0 lb/100,000 gallons (approximately 1.0 kg/million liters) provides an average 
concentration of 30ug/L for each component. 
 
 

 

 

pH                                              neutral 
Appearance        yellow-brown powder 
Shelf Life                                indefinite 
 
 
 
 
Absorbs moisture. 
Keep dry and tightly sealed. 
Packaged in 25-pound pails 
(Half-pound SoluPaks). 

 

Industrial Fluid Management 

IFM, Inc. 
2926 US Highway 6 
McClure, OH 43534 

Customer Service Orders: 
Phone: 419-748-7438 

 
Fax Orders: 

419-748-7460 
 

E-mail Orders: 
ifminfo@ifmenviro.com 

Laws, regulations and third party rights may 
Prevent customers from importing, processing, 
Applying and/ or reselling certain products in a 
Certain manner. It is the responsibility of the 
Customer that their specific use of products of 
IFM does not infringe relevant laws or other 
Third-party rights. The contents of this document 
Are subject to change without further notice. 

www.ifmenviro.com 

IFM Accelerators 


